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P3 Mini 4G Wireless Bonding Encoder
Easy Outdoor Streaming Anytime, Anywhere

3-CH 4G + WIFI + Ethernet Bonding

Compact Size, PD Fast Charging

3G-SDI + 4K HDMI Dual-Interface

 H.265 Codec, Super Low Latency

P3 Mini is the next-gen 4G wireless bonding encoder based on KiloLink technology. It features 3G-SDI, HDMI and USB video 
inputs with H.265/H.264 encoding, supporting up to 1080P60. The P3 Mini features a professional antenna isolation design, 
effectively aggregating multiple signals (3*4G full-band, 1*WiFi, and 1*RJ45 Ethernet) while offering exceptional anti-interfe-
rence and stable transmission performance. 

Additionally, the P3 Mini is equipped with a 4900mAh large-capacity battery and supports PD fast charging, ensuring long hours of 
continuous operation. The P3 Mini can stream directly to various platforms or be used in combination with KiloLink Server for 
multi-link aggregation transmission, fully meeting the demands of  different application scenarios.



3-CH 4G+WIFI+Ethernet, reliable transmission: P3 Mini is equipped with patented KiloLink 
bonding transmission technology. Leveraging encrypted algorithms, it realizes aggregate bandwidth, 
balanced load and dynamic bitrate adjustment for everlasting streaming. Users can deploy bonding 
server privately, on-premise, or in the cloud.

Super anti-interference: In order to ensure the stability of outdoor signal transmission, P3 Mini is 
equipped with professional-grade anti-jamming antenna to avoid from picture freezing and intermittent 
sound caused by signal problems.

PD fast charging: Equipped with 4900mAh battery and supporting PD fast charging function, it can 
quickly replenish power in short time, realizing continuous operation for outdoor streaming.

Multiple input ports, H.265 codec, diverse streaming solutions: Supports H.265/H.264 
encoding, and features 1080P60 HDMI, 3G-SDI and USB dual input ports. It is fully compatible with 
mainstream media protocols including NDI HX, RTSP, SRT, RTMP, RTMPS, HLS, WHIP, and TS over UDP.  The P3 
Mini can stream directly to various platforms or be used in combination with KiloLink Server for multi-link 
aggregation transmission, fully meeting the demands of different application scenarios.

Touch screen for real-time monitoring and management: Equipped with a 3-inch LCD 
screen, it realizes real-time previewing, monitoring of IP address, network status, video resolution, Tally, 
CPU occupancy rate, and device temperature.

Compact size with cold shoe mounting: Easy mounted on top of the camera, it's perfect for 
your reliable outdoor streaming anytime, anywhere.
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Professional video processing for a more professional live stream: P3 Mini supports 
screen rotation, making it ideal for vertical streaming. Additionally, it offers a range of professional 
features such as volume gain adjustment, mirroring, VU meter, safety borders, center lines, color adjustments, 
and logo/text overlay anywhere on the screen.



P3/P3 Mini Tech Specs

Model

Video Encoding

Resolution

Video Input

Recording/Storage

Audio Port

Bonding 
Performance

Multi-channel 
Audio Encoding

Network

P3

1*4KP30 HDMI
+1*3G-SDI+1*USB

SD card and USB expansion

1*3.5mm Line in or SDI/HDMI embedded

HDMI: 4 channels
SDI: 4 channels

Line in: 1 channel
1*3.5mm Line in 2 channels

5G/4G/WiFi/Ethernet

 WiFi/4 channels of 5G(or 4 channels of 4G) 
cellular, WiFi (2.4G/5G), Ethernet

H.265/H.264

Up to 4KP30

1*1080P60 HDMI
+1*3G-SDI+1*USB

USB expansion

HDMI: 4 channels
SDI: 4 channels

Line in: 1 channel
1*3.5mm Line in 2 channels

1*3.5mm Line in or SDI/HDMI embedded

4G/WiFi/Ethernet

3CH 4G cellular network, WIFI (2.4G/5G dual band)
USB expanded Ethernet

Up to 1080P60

H.265/H.264

P3 Mini

Modular Design

Display

Button

Dimension (mm)

Power Consumption

Power Supply

Working 
Temperature

Management

Battery

DIY 5G/4G communication modules
WiFi/SD storage modules, and battery modules

4.3" LCD touchscreen

Power

211*143*68mm

20w

DC 12V 3A

-15℃～45℃

Web UI/KiloLink Server Pro

  Built-in 3300mAh@7.2V 25.2W battery
External 6600mAh@7.2V 50.4W battery

/

Protocols NDI HX/SRT/RTMP/RTSP/RTP/HLS/WHIP/TS-UDP 
(with KiloLink Server Pro)

NDI HX/SRT/RTMP/RTSP/RTP/HLS/WHIP/TS-UDP 
(with KiloLink Server Pro)

3" LCD touchscreen

Power

138*85*35mm

16w

DC 12V/3A  PD Fast Charging

-15℃~45℃

Web UI/KiloLink Server Pro

Voice Intercom Support Support

4900mAh@7.2V 35.28W
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