
N5/N6
3G-SDI/HDMI & USB to NDI Encoder/Decoder

Kiloview N5/N6 is a bi-directional NDI converter supporting 3G-SDI/HDMI input with loop output. Compatible with NDI 6.2, 

it handles both NDI high bandwidth and NDI HX2/3, processing all NDI sources from cameras, software, or devices. 

Equipped with PoE, LCD with large tally, external Tally support, PTZ control, 3.5mm audio in/out, multi-channel audio, 

on-screen overlays, intercom, and centralized management, N5/N6 provides a simple, cost-effective solution for 

low-latency, high-quality NDI workflows.

           

N6: HD HDMI I/O N5: 3G-SDI I/O           



Key Features

2-In-1 for NDI Encoding & Decoding
N5/N6 are bi-directional NDI converters combining encoding/decoding in one compact device.  You can switch 
between encoding or decoding mode, and it can easily accommodate all of your streaming needs.

Flexible Input for Any Source
N5 features 3G-SDI while N6 is equipped with HDMI, and both can convert USB video sources — such as webcams, UVC 
cameras, or built-in laptop cameras—into NDI streams, enabling fast, simple integration into professional workflows.

All NDI Protocols Supported
N5/N6 support NDI High Bandwidth and NDI HX2/HX3 protocols, handling resolutions up to 1080p60 for smooth, 
high-quality streaming.

Smarter Preview & Powerful OSD
N5/N6 provide real-time preview of up to 10 video sources to check signals before going live. Flexible OSD tools 
including VU meters, borders, and text/graphics overlays make it easy to create professional output.

Built-in LCD Screen and Touch Buttons
N5/N6 feature a 1.14" LCD with touch buttons for easy monitoring of connectivity, IP, CPU/memory, resolution, and 
temperature, while also serving as a large Tally.



KIS Intercom

Centralized Management
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Appearance
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Easy Mounting



Model N5/N6

Video Encoding and Decoding

Audio

Streaming Protocols

Network

USB

Tally

PTZ Control

Management

Power

Dimensions & Weight

Operating Temperature

Video Output N5: 1 × 3G-SDI with loop-out     N6: 1 × HDMI with loop-out

SpeedHQ (NDI), H.264 (AVC), H.265 (HEVC)

3.5mm Line In/Out

NDI High Bandwidth/NDI HX2/NDI HX3

1 × 1GbE, PoE supported

Front LCD, Rear LED, External Tally

1 × USB 3.0 Type-C

Yes

Web UI/KiloLink Server Pro

DC 12V or PoE, Max 6W

100×95×23mm, 500g

-20℃ ~ 45℃
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Audio Encoding and Decoding

Audio Channels

Physical Controls

NDI Audio, AAC-LC, and more

Encoding:2 channels     Decoding:2 channels

1.14" LCD with touch buttons

Video Input N5: 1 × 3G-SDI, up to 1080P60     N6: 1 × HDMI, up to 1080P60

N5/N6 Tech Specs


